





MONITORING SYSTEMS ACCESSORIES

SyeR PROTECTION EXPANSIONS
SI.MO.NE =7
Cloud based monitoring system using Ethernet or GPRS {ﬁ

connection from remote equipment. Suitable for monitoring
of rental fleets, Co-generation (CHP) installations or other widely
distributed plants.

D-PRO

Multifunction protection relay used to provide additional

protection to installation in more demanded applications such

as Medium or High voltage or Oil & GAS installations. D-Pro features
a Can-bus connection to integrate it into a DST4602 Evolution based
control system, or alternatively it can be used stand-alone connecting
to the control system via its Relays and Inputs.

The system features advanced GPS tracking of equipment
in addition to remote monitoring and alarm notification.

The SI.MO.NE system is suitable for monitoring Generating sets,
fuel tanks and other plant. It interfaces with SICES Controllers
and many other commonly used gen-set controllers.

Size 141x113x39 mm (Cut-out 118x92 mm)
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= - = Users can choose to use either the common SICES hosted server

K ) 8 Digial inputs 4 Digital outputs AND/OR Protection Description
B0l . : List of Supported Controllers in SI.MO.NE and REWIND2 o , Low power supply voltage
___—-——_ - SICES DST4400, DST4601/PX, DST2600, GC310, GC350, WLl Ol%b - High power supply voltage
e e i . GC500, DST4602 _ o . o 27 Under voltage
: :__-_-_- E :—-;-: E _— E - SICES ATS115, GC315, GC400, GC600, DST4602Evolution Eﬁﬂ ~ 27T Under voltage (voltage dependant trip delay)
e —— ; + DSE 5210, 7320, 7510, 5510 Eternetconnecton  Can-bus nterface 32P Maximum exported active power
—— T T — - IME NemoD4 32RP Maximum imported active power
m——— (E:IZ ::g;;'tl;gMan (GNTC BB 32Q Maximum exported reactive power
. Cummins PCC 2.xx 3.xx, MCM3320 32RQ Maximum imported reactive power
. Powernet M200 40 Loss of Excitation
. Deif AGC3 46 Reverse Phase Current
- Woodward EasyGen 3200 47 Wrong phase sequence
. Caterpillar EMCP3, EMCP4 50 Instantaneous overcurrent
- Lovato RGK800 50N Neutral Instantaneous overcurrent
50V Overcurrent (voltage dependant trip threshold)
51 Overcurrent (current dependant trip delay)
51N Neutral overcurrent (current dependant trip delay)
- 3 Phase Voltage input
- 1 Residual Voltage input
SICES SUPERVISOR 3 . 6 Current Inputs
System monitoring and SCADA PC software. Allows monitoring « 1 Auxiliary Current Input
of the power generation plant either locally or remotely. The fully - 1 Auxiliary Toroid Current Input
configurable software allows the user to view the plant single line . Can-bus connection to DST4602 Evolution

diagram, control the operation of breakers and generating sets.
Alarm monitoring, diagnostics and trends can be reviewed to
streamline operations and aid fault finding.
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ACCESSORIES MARINE CERTIFIED CONTROLLERS

|/0 EXPANSION MODULES

P 5125
LR GC350-R
X
DITEL - An advanced marine certified gen-set controller with
extensive configurability suitable for use in stand-by gen-sets
16x% Input and 8x Output (1A C/O) expansion module for use i 9 Y ¥ya
: . Size 244x178x85 (Cut-out 218x159)
with supported SICES controllers. ,
- Ground fault protection (51N)
DITHERM - Additional RS232 or RS485 serial port
_ . - Expandable I/O
3x Thermocouple expansion module for use with supported {} 4} K . RINA Marine certification
SICES controllers. LV] |10 D
18 Digital inputs “ :;IAB :Z)zigiltil ;u!{:slis/ , 3 Analogue inputs
DIVIT
olco00ols L
4x Analogue Voltage and current module for use with supported — O
n-bus interface 99 Event history lo
SICES controllers measures signals 0-5 V, 0—10 V and 0—-10 mA, o ARSI i T8 ecor o

0-20 mA.

DIGRIN

3x PT100 expansion module for use with supported SICES controllers.

DANOUT

4x analogue output module with ModBus RTU/CanBus protocol
connection, use with SICES controllers or stand alone.

SsEf
GC500-R

- Marine Certified gen-set controller for parallel
marine applications

OTHER ACCESSORIES

@R . Size 244x178x85 (Cut-out 218x159)
CANBRIDGE 54 - Ground fault protection (51N)
- Additional RS232 or RS485 serial port
The CANBRIDGE allows load sharing between gen-sets - Expandable /O
over long distances, or as CanBus isolator to increase - RINA Marine certification
v oooay

the number of CanBus connected devices in a system. It also can
be used to design a redundant system to guarantee back-up line
for load sharing. The Ethernet version of CANBRIDGE also enables
monitoring of mains levels via IEC 60870-5-104 connection.

18 Digital inputs 18 Digital outputs 3 Analogue inputs
(4x3A. 12x1A, 2x10A c/0)
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2 Analogue outputs RS232 Can-bus interface J1939
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99 Event history log PWM output
with 78 record data-log
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POWER SOLUTIONS

A strong technical background and substantial
experience in control systems. From standard
control panels up to complete customized solutions.
SICES designs innovative and practical solutions.
Every step of your project will be executed by our
skilled engineers.

« Standard control panels/ATS

» Customized solution

» Co-generation projects

» Oil and gas projects

» Hybrid plants

« Electric distribution panels

* MV+HV Systems

» “Ex” classified explosion proof panels

SICES

Empowering your control
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ELGIN FRANKLIN
OFFSHORE FIELD - UK, NORTH SEA

SEYCHELLES EEat . e
.4+ INTERNATIONAL AIRPORT -

“The world’s largest high-pressure/high-tempera-
ture gas condensate reservoir development.”
Location: UK, North Sea

“More than 370 000 passengers are visiting
the paradise islands of Seychelles per year, let’s
keep them flying.”

SICES designed and manufactured two off customized =y Location: iSland of Mahe

control panels for both emergency gen-set control
and Fire and Gas protection — One for each platform.
Each control panel is equipped with an DST4602 x with the additional 2x 810 kVA standby sets.

Evolution advanced multiple paralleling gen-set controller, A total of 3x DST4602 Evolution were used for the

4 battery chargers and several expansion modules. generator control with 3x DST4602 Remote displays
and 15” D monitor touch screen in the remote monitoring
location. 2x ATS115 controllers controlled the changeover
switches in the event of mains failure.

SICES entered a project to upgrade the controls on
3x 315 kVA standby gen-sets to operate in conjunction

SICES

Empowering your control



“The deepest underwater subway,
under the world’s busiest shipping lanes.”
Location: Istanbul, Turkey

This complex civil engineering project requires
construction of a tunnel under one of the worlds
business shipping channels, joining two continents
and be able to withstand a severe earthquake up to

9 on the Richter scale. SICES designed, manufactured
and commissioned 4 separate sites for the project,

2 sites with 3x 1730 kVA MV diesel sets in parallel
and 2 sites with 5x 2000 kVA MV diesel sets in parallel
using DST4601/px controllers.
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“That‘s because MOSE is currently the most
massive public works project in the entire world.”
Location: Italy, Venice

An Innovative system of 78 pneumatically operated gates
installed at the 3 inlets connecting the Venice Lagoon
and the Adriatic Sea and able to temporarily isolate

the Venetian Lagoon from the Sea during high tides.
SICES designed, manufactured and tested a customized
control system using SICES DST4602 and D-monitor
for the twelve gen-sets used to power the massive
compressors needed to raise the gates.

SICES

Empowering your control
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CONTACT US

SICES - Societa Italiana Costruzioni Elettriche Sumirago S.r.l.

Via Molinello 8B — Jerago con Orago (VA) — 21040 — ltaly
Tel.: +39 0331 212 941

Technical support: +39 0331 248 290

sales@sices.eu

www.sices.eu

SICES

Empowering your control




